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Wrapped classic V-belt to DIN2215. Construction with strong 
fabric layer. Built for tough drives in general mechanical 
engineering applications.

Jens S´stocked profiles are Z, A, B, C and D. They are available 
in lengths from 3000mm and up.

• Antistatisc acc. to ISO 1813
• Material: Natural rubber 
• Cord: Polyester
• Temperature range: -55°C to +70°C
• Standard: DIN 2215

Faric jacket

Natural rubber

Polyester tension member

Profil Z A B C D

Inner length Li (mm) Li  = Lp -23 Li = Lp -30 Li = Lp -45 Li = Lp -59 Li  = Lp -76

Outer length La (mm) La =  Lp +15 La  =  Lp +20 La =  Lp +24 La =  Lp +29 La =  Lp +43

Belt height h (mm) 6 8 11 14 19

Belt witdth b (mm) 10,0 13,0 17,0 22,0 32,0

Weigth Kg/m 0,060 0,105 0,170 0,324 0,630

Conti® V Classic

The Conti® V
The Conti® V classic was developed for tough drives in 
general mechanical engineering applications. It is suitable 
for drives with small pulley diameters. The wrapped 
classical-section V-belt can also be used as a V-flat drive.

Product Properties 
• Moderately oil-resistant
• Unaffected by dust
• Temperature resistant from -55°C to +70°C
• Antistatic according to to ISO 1813
• Matched-set L=L (from 1,000 mm)

Item no. example 

   Z       30

Profile 

Inner length, inch

Embedding compound 

Lp, pitch length. See table on page 13
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A

Item no   
JENS S.

Pitch 
length   
Lp, mm

A18 487

A19 513

A20 538

A21 565

A22 590

A23 610

A24 630

A25 660

A26 685

A26,5 700

A27 720

A28 740

A29 760

A29,5 780

A30 797

A30,5 810

Item no   
JENS S.

Pitch 
length   
Lp, mm

A31 817

A31,5 830

A32 843

A32,5 855

A33 868

A33,5 880

A34 885

A34,5 905

A35 919

A35,5 930

A36 944

A36,5 955

A37 969

A37,5 980

A38 995

A38,5 1005

A39 1021

A39,5 1030

A40 1046

A40,5 1060

A41 1071

A42 1090

A42,3 1105

A43 1120

A43,5 1135

A44 1150

A45 1173

A46 1198

A46,5 1210

A47 1230

A48 1250

A48,5 1270

A49 1280

A50 1300

A51 1330

A52 1350

A53 1376

A54 1402

A55 1430

A56 1452

A57 1478

A58 1505

A59 1530

A60 1555

A61 1580

A62 1605

A63 1630

A64 1655

A65 1681

A66 1706

A67 1730

Item no   
JENS S.

Pitch 
length   
Lp, mm

A68 1755

A69 1780

A70 1810

A71 1830

A72 1855

A73 1884

A74 1910

A75 1930

A76 1960

A77 1986

A78 2010

A79 2030

A79,5 2040

A80 2060

A80,5 2070

A81 2087

A82 2113

A83 2130

A83,5 2150

A84 2164

A85 2180

A86 2214

A87 2230

A88 2270

A89 2291

A90 2315

A91 2341

A92 2367

A93 2390

A94 2418

A95 2443

A96 2465

A97,5 2505

A98 2530

A100 2570

A102 2621

A103 2646

A104 2680

A105 2697

A106 2722

A107 2760

A108 2773

A110 2830

A112 2870

A116 2976

A118 3030

A120 3080

A124 3180

A128 3280

A132 3380

A134 3434

Z

Item no   
JENS S.

Pitch 
length   
Lp, mm

Z16,75 448

Z17,75 473

Z18,5 493

Z18,75 498

Z19 506

Z19,75 523

Z20 531

Z20,5 543

Z21 553

Z22 583

Z22,5 598

Z23 607

Z23,5 623

Z24 633

Z25 653

Z25,5 673

Z26,5 693

Z27 709

Z27,5 723

Z28 733

Z28,5 748

Z28,7 753

Z29,5 773

Z30 788

Z30,5 798

Z31,5 823

Z32 836

Z32,25 843

Z32,5 848

Z33 861

Z33,5 873

Z34 888

Z34,5 898

Z35 912

Z35,5 923

Z36 937

Z36,4 948

Z37 963

Z37,5 976

Z38 988

Z39 1013

Z39,5 1023

Z40 1039

Z40,5 1053

Z41 1064

Z42 1083

Z42,5 1103

Z43 1113

Z43,5 1128

Item no   
JENS S.

Pitch 
length   
Lp, mm

Z44 1143

Z45 1173

Z46 1193

Z46,5 1203

Z47 1217

Z48 1238

Z48,5 1253

Z48,5 1253

Z49 1273

Z50 1393

Z51 1318

Z52 1343

Z53 1369

Z54 1394

Z55 1423

Z57 1473

Z58 1498

Z59 1523

Z61 1573

Z62 1598

Z63 1623

Z67 1723

Z69 1773

Z71 1823

Z75 1923

Z78 1998

Z79 2023

Z82 2103

Z98,5 2523

B

Item no   
JENS S.

Pitch 
length   
Lp, mm

B24 660

B25 680

B25,5 695

B26,5 715

B27 731

B28 755

B28,5 770

B29 782

B29,5 795

B30 807

B30,5 820

B31 833

B31,5 845

B32 858

B33 883

B33,5 895

B34 909

B34,5 920

B35 934

B35,5 945

B36 960

B36,5 970

B37 985

B37,5 995

B38 1010

B38,5 1020

B39 1036

B39,5 1045

B40 1062

B40,5 1075

B41 1085

B41,3 1095

B42 1105

B42,5 1120

B43 1135

B43,5 1145

B44 1165

B45 1195

B46 1220

B46,5 1225

Item no   
JENS S.

Pitch 
length   
Lp, mm

B47 1245

B48 1260

B48,5 1270

B49 1295

B50 1315

B51 1345

B52 1365

B52,5 1380

B53 1395

B53,5 1405

B54 1417

B55 1445

B56 1467

B57 1495

B58 1515

B59 1545

B60 1570

B61 1595

B62 1620

B63 1645

B64 1670

B65 1695

B66 1721

B67 1745

B68 1770

B69 1795

B69,5 1806

B70 1820

B71 1845

B72 1874

B73 1895

B74 1925

B75 1945

B76 1975

B77 1995

B78 2026

B79 2045

B80 2075

B81 2105

B82 2128

B83 2153

B83,5 2165

B84 2179

B85 2205

B86 2229

B86,5 2242

B87 2255

B88 2285

B89 2306

B90 2331

B91 2345

B92 2382

Conti® V Classic

Item no   
JENS S.

Pitch 
length   
Lp, mm

A136 3484

A140 3580

A143 3662

A144 3680

A145 3713

A158 4030
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C

Item no   
JENS S.

Pitch 
length   
Lp, mm

C42 1126

C43 1149

C46,5 1239

C47 1259

C48 1279

C49 1309

C50 1329

C51 1354

C52 1379

C53 1409

C54 1434

C55 1459

C56 1484

C57 1509

C58 1534

C59 1559

C60 1583

Item no   
JENS S.

Pitch 
length   
Lp, mm

C61 1609

C62 1634

C63 1659

C64 1685

C65 1709

C66 1735

C67 1759

C68 1786

C69 1809

C70 1837

C71 1859

C72 1888

C73 1913

C74 1939

C75 1959

C76 1989

C76,5 2009

C77 2015

C78 2040

C79 2059

C80 2091

C81 2116

C82 2142

C83 2167

C83,5 2179

C84 2194

C85 2218

C86 2243

C87 2269

C88 2299

C89 2320

C90 2345

C91 2370

C92 2396

C93 2419

C94 2447

C95 2472

C96 2497

C96,5 2509

C97 2523

C98 2559

C99 2584

C100 2599

C101 2619

C102 2650

C103 2675

C104 2701

C105 2729

C106 2751

C107 2777

C108 2809

C109 2828

C110 2859

Item no   
JENS S.

Pitch 
length   
Lp, mm

C111 2878

C112 2904

C113 2924

C114 2959

C115 2980

C116 3009

C117 3024

C118 3059

C120 3109

C122 3158

C124 3209

C125 3234

C126 3259

C127 3285

C128 3309

C130 3361

C132 3409

C134 3463

C136 3513

C138 3564

C139 3590

C140 3609

C142 3666

C143 3691

C144 3717

C145 3742

C146 3759

C148 3809

C150 3869

C152 3909

C154 3971

C155 3996

C156 4021

C157 4047

C158 4059

C159 4098

C160 4123

C162 4174

C163 4199

C164 4225

C166 4275

C167 4309

C168 4326

C170 4377

C173 4449

C175 4504

C177 4559

C180 4631

C182 4682

C183 4707

C185 4758

C187 4809

C189 4859

D

Item no   
JENS S.

Pitch 
length   
Lp, mm

D85 2235

D98 2576

D104 2726

D108 2819

D110 2876

D112 2921

B93 2405

B94 2433

B94,5 2445

B95 2458

B96 2483

B96,5 2495

B97 2510

B98 2545

B99 2560

B100 2585

B101 2610

B102 2645

B103 2661

B104 2695

B105 2712

B106 2745

B107 2763

B108 2795

B110 2845

B112 2885

B114 2945

B115 2966

B116 2995

B118 3045

B120 3095

B122 3145

B124 3195

B125 3220

B126 3245

B128 3295

B130 3347

B132 3395

B133 3423

B134 3449

B135 3474

B136 3495

B138 3550

B140 3595

B141 3626

B142 3645

B144 3703

B146 3745

B148 3795

B150 3855

B151,5 3895

B152 3906

B154 3957

B156 3995

B158 4045

B160 4109

B

Item no   
JENS S.

Pitch 
length   
Lp, mm

Item no   
JENS S.

Pitch 
length   
Lp, mm

D118 3076

D120 3124

D124 3226

D126 3276

D128 3326

D132 3426

D135 3501

D136 3526

D140 3626

D144 3734

D148 3826

D154 3986

D158 4076

D162 4191

D163 4216

D167 4326

D169 4369

D173 4470

D175 4521

D177 4576

D180 4648

D187 4826

D195 5029

D197 5076

D207 5334

D210 5406

D220 5676

D225 5791

D236 6076

D238 6121

D240 6172

D248 6376

D264 6776

D270 6934

D280 7176

D292 7493

D295 7576

D298 7645

D300 7696

D315 8076

D330 8458

D354 9068

D374 9576

D390 9982

D394 10076

D441 11276

D478 12217

D480 12268

D492 12576

Item no   
JENS S.

Pitch 
length   
Lp, mm

C190 4885

C192 4936

C193 4959

C195 5012

C197 5059

C200 5139

C202 5190

C204 5241

C208 5342

C209 5359

C210 5393

C215 5520

C216 5545

C217 5559

C220 5659

C225 5774

C228 5850

C230 5901

C236 6059

C238 6104

C240 6155

C248 6359

C255 6536

C260 6663

C264 6759

C265 6789

C270 6917

C276 7069

C280 7159

C285 7298

C295 7559

C300 7679

C315 8059

C316 8085

C324 8289

C330 8441

C345 8825

C358 9152

C360 9203

C994 10067

Item no   
JENS S.

Pitch 
length   
Lp, mm

B162 4160

B164 4211

B165 4245

B167 4295

B173 4439

B175 4495

B177 4545

B180 4617

B185 4744

B187 4795

B188 4820

B192 4922

B195 4998

B197 5045

B200 5145

B204 5227

B208 5328

B209 5345

B210 5379

B215 5508

B220 5645

B236 6039

B248 6345

B276 7045

B300 7665

B315 8045

B360 9189

B370 3443

B669 17038

Conti® V Classic
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